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Электропитание 4 батарейки 1,5 В типа  AA 
Срок службы 
батареек

Примерно 300 измерений, 
в зависимости от высоты кровяного 
давления или давления накачивания 

Принадлежности Инструкция по применению, 4 
батарейки 1,5 В типа AA, коробка для 
хранения

Классификация Внутреннее питание, IPX0, без 
AP или APG, продолжительное 
использование, рабочая часть типа 
BF

В связи с усовершенствованием продукта компания 
оставляет за собой право на изменение технических 
характеристик без предварительного уведомления.

•	Данный прибор соответствует европейскому 
стандарту EN60601-1-2 и требует особых мер 
предосторожности в отношении электромагнитной 
совместимости. Следует учесть, что переносные 
и мобильные высокочастотные коммуникационные 
устройства могут повлиять на работу данного 
прибора. Более точные данные можно запросить 
по указанному адресу сервисной службы или найти 
в конце инструкции по применению.

•	Прибор соответствует требованиям директивы ЕС 
93/42/EEC о медицинском оборудовании, закона 
о медицинском оборудовании, а также европейских 
стандартов EN1060-1 (неинвазивные приборы для 
измерения кровяного давления, часть 1: общие тре-
бования), EN1060-3 (неинвазивные приборы для изме-
рения кровяного давления, часть 3: дополнитель-
ные требования к электромеханическим приборам 
для измерения кровяного давления) и IEC80601-2-30 
(медицинские электрические приборы, часть 2-30: 
особые предписания по обеспечению безопасности, 
включая основные характеристики автоматизирован-
ных неинвазивных приборов для измерения кровя-
ного давления).

•	Точность данного прибора для измерения кровяного 
давления была тщательно проверена, прибор был 
разработан с расчетом на длительный срок эксплу-
атации. При использовании прибора в медицинских 
учреждениях следует выполнять метрологический 
контроль с помощью соответствующих средств. Точ-
ные данные для проверки точности прибора можно 
запросить в сервисном центре.
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11. Гарантия
Мы предоставляем гарантию на дефекты материалов и 
изготовления этого прибора на срок 24 месяцев со дня 
продажи через розничную сеть.
Гарантия не распространяется:
– �на случаи ущерба, вызванного неправильным исполь-

зованием,
– �на быстроизнашивающиеся части (батарейки, манжета),
– �на дефекты, о которых покупатель знал в момент 

покупки,
– на случаи собственной вины покупателя.
Товар подлежит декларированию: 
Срок эксплуатации изделия: минимум 5 лет 
Фирма изготовитель:	�Бойрер Гмбх,   

Софлингер штрассе 218,  
89077-УЛМ, Германия   
для фирмы Ханс Динслаге ЛТд   
88524 Уттенвайлер, Германия 

Фирма-импортер:	� OOO БОЙРЕР,  
109451 г. Москва,  
ул. Перерва 62, корп. 2, офис 3  

Сервисный центр: 	� 109451 г. Москва,  
ул. Перерва 62, корп. 2, 
Тел(факс) 495–658 54 90 
bts-service@ctdz.ru

Дата продажи_____________________________________

Подпись продавца_________________________________

Штамп магазина___________________________________

Подпись покупателя_______________________________
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Electromagnetic compatibility   
Electromagnetic emissions

Guidance and manufacturer’s declaration – electromagnetic emissions for all EQUIPMENT and SYSTEMS
The Blood pressure monitor SBM 18 is intended for use in the electromagnetic environment specified below. The customer 
of the user of the Blood pressure monitor SBM 18 should assure that it is used in such and environment.

Emission test Compliance Electromagnetic environment – guidance

RF emissions
CISPR 11

Group 1 The Blood pressure monitor SBM 18 uses RF energy only for its internal function.
Therefore, its RF emissions are very low and are not likely to cause any interference
in nearby electronic equipment.

RF emission
CISPR 11

Class B The Blood pressure monitor SBM 18 is suitable for use in all establishments, including
domestic establishments and those directly connected to the public low-voltage
power supply network that supplies buildings used for domestic purposes.

Electromagnetic immunity

Guidance and manufacturer’s declaration – electromagnetic immunity – for all EQUIPMENT and SYSTEMS
The Blood pressure monitor SBM 18 is intended for use in the electromagnetic environment specified below. The customer 
of the user of the Blood pressure monitor SBM 18 should assure that it is used in such and environment.
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Immunity test IEC 60601 
test level

Compliance 
level

Electromagnetic environment – guidance

Electrostatic
discharge (ESD)
IEC 61000-4-2

±6 kV contact
±8 kV air

±6 kV contact
±8 kV air

Floors should be wood, concrete or ceramic tile. If floor are 
covered with synthetic material, the relative humidity should be 
at least 30%.

Power frequency
(50Hz) magnetic field
IEC 61000-4-8

3A/m 3A/m Power frequency magnetic fields should be at levels characte-
ristic of a typical location in a typical commercial or hospital 
environment.

Guidance and manufacturer’s declaration – electromagnetic immunity for EQUIPMENT and SYSTEMS that are not 
LIFE-SUPPORTING
The Blood pressure monitor SBM 18 is intended for use in the electromagnetic environment specified below. The customer
or the user of Blood pressure monitor SBM 18 should assure that it is used in such an environment.

Immunity test IEC 60601 
test level

Compliance 
level

Electromagnetic environment – guidance

Portable and mobile RF communications equipment should be used 
no closer to any part of the Blood pressure monitor SBM 18, inclu-
ding cables, than the recommended separation distance calculated 
from the equation applicable to the frequency of the transmitter.

Recommended separation distance.
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Conducted RF
IEC 61000-4-6

3 Vrms
150 kHz to 
80 MHz

3 Vrms

Radiated RF
IEC 61000-4-3

3 V/m
80 MHz to 
2.5 GHz

3 V/m

80 MHz to 800 MHz

800 MHz to 2.5 GHz

Where P is the maximum output power rating of the transmitter in 
watts (W) according to the transmitter manufacturer and d is the 
recommended separation distance in metres (m).
Field strengths from fixed RF transmitters, as determined by an 
electromagnetic site surveya should be less than the compliance 
level in each frequency rangeb. Interference may occur in the vicinity 
of equipment marked with the following symbol:
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NOTE 1 At 80 MHz and 800 MHz, the higher frequency range applies.

NOTE 2 These guidelines may not apply in all situations. Electromagnetic propagation is affected by absorption and re-
flection from structures, objects and people.
a Field strengths from fixed transmitters, such as base stations for radio (cellular/cordless) telephones and land mobile 
radios, amateur radio,AM and FM radio broadcast and TV broadcast cannot be predicted theoretically with accuracy.

To assess the electromagnetic environment due to fixed RF transmitters, an electromagnetic site survey should be consi-
dered. If the measured field strength in the location in which the Blood pressure monitor SBM 18 is used exceeds the ap-
plicable RF compliance level above, the Blood pressure monitor SBM 18 should be observed to verify normal operation. 
If abnormal performance is observed, additional measures may be necessary, such as reorienting or relocating the Blood 
pressure monitor SBM 18.
b Over the frequency range 150 kHz to 80 MHz, field strengths should be less than 3 V/m.

Recommended separation distances

Recommended separation distances between portable and mobile RF communications equipment and the 
EQUIPMENT or SYSTEM – for EQUIPMENT or SYSTEM that are not LIFESUPPORTING
Recommended separation distances between portable and mobile RF communications equipment and the Blood pressure 
monitor SBM 18.
The Blood pressure monitor SBM 18 is intended for use in an electromagnetic environment in which radiated RF distur-
bances are controlled. The customer or the user of the Blood pressure monitor SBM 18 can help prevent electromagnetic 
interference by maintaining a minimum distance between portable and mobile RF communications equipment (transmitters) 
and the Blood pressure monitor SBM 18 as recommended below, according to the maximum output power of the communi-
cations equipment.
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Rated maximum output
power of transmitter
(W)

Separation distance according to frequency of transmitter (m)

80 MHz to 800 MHz 800 MHz to 2.5 GHz

0,01 0.1167 0.2334

0,1 0.3689 0.7378

1 1.1667 2.3334

10 3.6893 7.3786

100 11.6667 23.3334

For transmitters rated at a maximum output power not listed above, the recommended separation distance d in metres (m)
can be estimated using the equation applicable to the frequency of the transmitter, where P is the maximum output power
rating of the transmitter in watts (W) according to the transmitter manufacturer.

NOTE 1 At 80 MHz and 800 MHz, the separation distance for the higher frequency range applies.

NOTE 2 These guidelines may not apply in all situations. Electromagnetic propagation is affected by absorption and reflec-
tion from structures, objects and people.   
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Hans Dinslage GmbH, Riedlinger Str. 28, 88524 Uttenweiler, Germany 
www.sanitas-online.de


